WHERE STATE OF THE ART, IS RUN OF THE MILL.




CONVERSION TABLES

Fraction Decimal mm Fraction Decimal mm

1/64 0.015625 0.3969 33/64 0.515625 13.0969
1/32 0.031250 0.7938 17/32 0.531250 13.4938
3/64 0.046875 1.1906 35/64 0.546875 13.8906
1716 0.062500 1.5875 9/16 0.562500 14.2875
5/64 0.078125 1.9844 37/64 0.578125 14.6844
3/32 0.093750 2.3812 19/32 0.593750 15.0812
7/64 0.109375 2.7781 39/64 0.609375 15.4781
1/8 0.125000 3.1750 5/8 0.625000 15.8750
9/64 0.140625 3.5719 41/64 0.640625 16.2719
5/32 0.156250 3.9688 21/32 0.656250 16.6688
11/64 0.171875 4.3656 43/64 0.671875 17.0656
3/16 0.187500 47625 11/16 0.687500 17.4625
13/64 0.203125 5.1594 45/64 0.703125 17.8594
7/32 0.218750 5.5562 23/32 0.718750 18.2562
15/64  0.234375 5.9531 47/64 0.734375 18.6531
1/4 0.250000 6.3500 3/4 0.750000 19.0500
17/64  0.265625 6.7469 49/64 0.765625 19.4469
9/32 0.281250 7.1438 25/32 0.781250 19.8437
19/64  0.296875 7.5406 51/64 0.796875 20.2406
5/16 0.312500 7.9375 13/16 0.812500 20.6375
21/64  0.328125 8.3344 53/64 0.828125 21.0344
11/32  0.343750 8.7312 27/32 0.843750 21.4312
23/64 0.359375 9.1281 55/64 0.859375 21.8281
3/8 0.375000 9.5250 7/8 0.875000 22.2250
25/64  0.390625 9.9219 57/64 0.890625 22.6219
13/32  0.406250 10.3188 29/32 0.906250 23.0188
27/64  0.421875 10.7156 59/64 0.921875 23.4156
7/16 0.437500 11.1125 15/16 0.937500 23.8125
29/64  0.453125 11.5094 61/64 0.953125 24.2094
15/32  0.468750 11.9062 31/32 0.968750 24.6062
31/64 0.484375 12.3031 63/64 0.984375 25.0031
1/2 0.500000 12.7000 1 1.000000 25.4000

Gauge Standard Steel Aluminum Gauge Standard Steel Aluminum
(ga) Thickness (in) Thickness (in) (ga) Thickness (in) Thickness (in)
3 0.2391 0.2294 20 0.0359 0.0320
4 0.2242 0.2043 21 0.0329 0.0285
5 0.2092 0.1819 22 0.0299 0.0253
6 0.1943 0.1620 23 0.0269 0.0226
7 0.1793 0.1443 24 0.0239 0.0201
8 0.1644 0.1285 25 0.0209 0.0179
9 0.1495 0.1144 26 0.0179 0.0159
10 0.1345 0.1019 27 0.0164 0.0142
11 0.1196 0.0907 28 0.0149 0.0126
12 0.1046 0.0808 29 0.0135 0.0113
13 0.0897 0.0720 30 0.0120 0.0100
14 0.0747 0.0641 31 0.0105 0.0089
15 0.0673 0.0571 32 0.0097 0.0080
16 0.0598 0.0508 33 0.0090 0.0071
17 0.0538 0.0453 34 0.0082 0.0063
18 0.0478 0.0403 35 0.0075 0.0056
19 0.0418 0.0359 36 0.0067




TRI-FOLD RIVETS
ALL ALUMINUM

AALSE66LF - LARGE FLANGE .500
AALSE66 - SMALL FLANGE .375

Body Dia.: Large Flange Diameter: .500

3/16" - .187 _
Small Flange Diameter: .375

Body Length: .850 Flange Thickness: .062

Minimum Grip .030
Back - Side Expansion

Maximum Grip .400

Constructed from the highest grade alloy used in the industry, our Tri-fold rivets boast a breakload
exceeding 700 pounds.

Compared to common breakloads of 350 pounds, this rivet will set twice as tight.
"Breakload" is what determines how tight a rivet will pull before the mandrel breaks/snaps.
With a minimum grip of only .030", this rivet will extend to .400".

Available in large and small flange design.



TRI-FOLEPRNRETFSS

ALUMINUM / STEEL

ASLSE68LF

Body Dia.: Large Flange Diameter: .500

3/16" - .187
Small Flange Diameter: .375

Body Length: 1.10 Flange Thickness: .062

Minimum Grip .030
Back - Side Expansion

Maximum Grip .500

Constructed from the highest grade alloy used in the industry, our Aluminum/Steel Tri-fold rivets
boast a breakload exceeding 1,200 pounds.

Compared to common breakloads of 350 pounds, this rivet will set 3x as tight.
"Breakload" is what determines how tight a rivet will pull before the mandrel breaks/snaps.

With a minimum grip of only .030", this rivet will extend to .500".



ALL ALUMINUM

PART # GRIP RANGE
1/8" DIAMETER DOME HEAD STYLE

AAZD i .063-.125
AA3D e 126 -.187
ALAD o .188-.250
ALSD i .251-.312
ALBD ..o .313-.375
AABD ..o 376 -.500
ALTOD e 501 -.625
3/16" DIAMETER DOME HEAD STYLE

AB2D i .063-.125
ABAD ..o 126 -.250
ABBD ..o .251-.375
ABBD ... .376-.500
ABTOD . 501 -.625
ABT2D i 626 -.750
AGTAD i .751-.875

AL .063-.125
AABLciiii 126 -.187
ALAL. oo .188 -.250

AGAL. ... 126 -.250
KABOL ..o .251-.375
ABBL.. e .376-.500
ABTOL .o 501 -.625
ABT2L i 626 -.750

1/8" DIAMETER FLUSH HEAD STYLE

(120 DEGREE COUNTERSUNK)

AL2K o .063-.125
ALK e 126 -.187
ALAK i .188 -.250

3/16" DIAMETER FLUSH HEAD STYLE

(120 DEGREE COUNTERSUNK)

AGAK . 126 -.250
ABOK . .251-.375
ABBK .. .376-.500
ABTOK o 501 -.625

* ENAMEL COATINGS AVAILABLE



ALL STEEL

PART # GRIP RANGE
1/8" DIAMETER DOME HEAD STYLE
SAZD i .063-.125
SABD s 126 -.187
SAAD o .188 -.250
SASD . .251-.312
SABD ..o .313-.375
SABD ..o .376 -.500

SO2D . .063-.125
SOAD ..o 126 -.250
SOOD .. .251-.375
SOBD . .376 -.500
SOTOD s 501 -.625
SOT2D i .626-.750

SAZL s .063-.125
SABL s 126 -.187
SAAL o .188 -.250

SOAL s 126 -.250
SOOL .251-.375
SOBL.i .376-.500
SOTOL i 501 -.625
SOT2L i .626 -.750

1/8" DIAMETER FLUSH HEAD STYLE
(120 DEGREE COUNTERSUNK)

SAZK e .063-.125
SABK o 126 -.187
SAAK o .188 -.250

3/16" DIAMETER FLUSH HEAD STYLE
(120 DEGREE COUNTERSUNK)

SOAK o 126 -.250
SOOK .251-.375
SOBK s .376-.500




ALUMINUM BODY WITH STEEL MANDREL

PART # GRIP RANGE

1/8" DIAMETER DOME HEAD STYLE

.001-.062
.063-.125
126 -.187
.188 -.250
.251-.312
.313-.375
.376-.500
501 -.625

.063-.125
126 -.250
.251-.375
.376-.500
.501-.625
.626-.750
.751-.875
.876-.1000

.063-.125
126 -.187
.188 -.250
.251-.375

126 -.250
.251-.375
.376-.500
.501-.625
.626-.750
.751-.875
.876-.1000

1/8" DIAMETER FLUSH HEAD STYLE
(120 DEGREE COUNTERSUNK)

.063-.125
126 -.187
.188 -.250
.251-.312
.313-.375

3/16" DIAMETER FLUSH HEAD STYLE
(120 DEGREE COUNTERSUNK)

126 -.250
.251-.375
.376-.500
.501-.625

* ENAMEL COATINGS AVAILABLE



STANDARD HEAD MULTI-GRIP RIVETS

N M
Component Material
A diameter
B diameter Body Aluminum Alloy
E diameter Stem Carbon Steel
O
& D
GREAT FOR DZUS SPRINGS & INTERIOR
PANELS. PULL TIGHT & STAY TIGHT.
Grip
D

TYPICAL ULTIMATE TYPICAL

GRIP STRENGTH (Ibf) STRENGTH, N
PART RANGE
N N SINGLE ULT. ULT.
512 NUMBER INCHES M NP R SHEAR | TENSILE | TENSILE | TENSILE

40-41D |.010-.065 .300 1.12
1/8 41-43D | .031-.187 .400 1.12 165 230 | 735 | 1025
43 -45D | .156-.312 .530 1.12

.250 - .375

DIMENSIONS IN INCHES

SIZE A DIAMETER B DIAMETER D E DIAMETER max. REC HOLE SIZE
1/8 1250-.1205 | .262-.243 .041-.034 .0695 .128-.133
5/32 .1600-.1555 | .321-.302 .051-.044 .0895 161-.166
3/16 1900 -.1855 | .396-.377 .061-.054 115 194 -.199




LARGE FLANGE MULTI-GRIP RIVETS

N M
Component Material A diameter
B diameter
Body Aluminum Alloy
Stem Carbon Steel E diameter
Grip
D
TYPICAL ULTIMATE TYPICAL
GRIP STRENGTH (Ibf) STRENGTH, N
PART RANGE
" S SINGLE | ULT. ULT.
SIzE AEAEER INERI=E M Y ol SHEAR | TENSILE |TENSILE | TENSILE

DIMENSIONS IN INCHES

SIZE A DIAMETER B DIAMETER D E DIAMETER max. REC HOLE SIZE
1/8 .1250-.1205 | .337-.313 .045-.033 .0695 128 -.133
5/32 .1600-.1555 | .387-.363 .058 -.046 .0895 161-.166
3/16 .1900-.1855 | .637-.613 .075-.063 1115 194 - 199




COUNTERSUNK MULTI-GRIP RIVETS

N M

A diameter
B diameter Body Aluminum Alloy
E diameter D Stem Carbon Steel
120"
Grip

TYPICAL ULTIMATE TYPICAL

GRIP STRENGTH (Ibf) STRENGTH, N

IT\IAC’\II-iGI’EE TV SINGLE ULT. ULT.
SHEAR | TENSILE |TENSILE | TENSILE

DIMENSIONS IN INCHES

SIZE A DIAMETER B DIAMETER D E DIAMETER max. REC HOLE SIZE
1/8 1250-.1205| .217-.205 .040-.032 .0695 .128-.133
5/32 .1600-.1555 | .257-.238 .036 -.028 .0895 161-.166
3/16 1900 -.1855] .351-.343 .055-.047 1115 194 - 199




KINGSET

¢ THE HIGH SPEED ANSWER TO
HIGH SPEED FABRICATING

e WILLSETUPTO 3/16
ALUMINUM RIVETS. CAPABLE
OF SETTING A RIVET EVERY
2 SECONDS.

PRG510A/MCS510A

THE TOOL ALL OTHERS ARE COMPARED
TO. HIGH PRODUCTION & TROUBLE
FREE, THIS TOOL IS THE “EVER READY
BUNNY"” OF THE RIVET INDUSTRY.
AVAILABLE WITH MANDREL
COLLECTION SYSTEM,

NOT SHOWN. SETS 3/16"

ALUMINUM STEEL RIVETS.

SRC-1 RTC-1501
* AIR/HYDRAULIC * A LIGHT WEIGHT,
INDUSTRIAL MEDIUM DUTY
GRADE RIVET TOOL ECONOMICAL
BATTERY
* VERY SIMILAR TO POWERED TOOL.

POP XT-2 TOOL. FAST
& SMOOTH

e EQUIPPED WITH
MANDREL
COLLECTION
SYSTEM. SETS
ALLRIVETS UPTO
3/16" STAINLESS STEEL

* 14 VOLT, WILL SET
250 PER CHARGE.

e SETS 3/16"
ALUMINUM STEEL
RIVETS

BT2

e COMMERCIAL GRADE
BATTERY POWERED
RIVET TOOL
e SETS 1000 RIVETS
PER CHARGE
¢ FAST 1 HOUR CHARGE TIME
® SETS 3/16" STAINLESS
STEEL RIVETS



PROSET XT1

* THE SMALLEST, LIGHTEST, & FASTEST
TOOL IN POPS XT LINE

e WILL SET 3/32" - 5/32" RIVETS

e EQUIPPED WITH A MANDREL
COLLECTION SYSTEM.

PROSET XT2
* WILL SET ALL RIVETS UP TO 3/16"

e ALITTLE BIGGER THAN THE XT-1

e EQUIPPED WITH A MANDREL
COLLECTION SYSTEM

PROSET XT3
* THE BIG BROTHER OF THE XT TOOL LINE

e WILL SET ALL RIVETS UP TO 1/4”"
* ALONG 26MM STROKE SETS RIVETS FAST

e EQUIPPED WITH A MANDREL
COLLECTION SYSTEM

PROSET XT4
* THE BIG DADDY OF THE XT LINE

e POWERFUL ENOUGH TO SET 1/4"
LOCK BOLTS WITH ONE STROKE

e EQUIPPED WITH A MANDREL
COLLECTION SYSTEM
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BACK UP WASHERS

OFFERED IN ALUMINUM & STEEL

1/8 ABUP 1/8 1D X 3/8 OD
3/16 ABUP 3/16 ID X 3/8 OD
3/16 MABUP 3/16IDX1/20D
3/16 LABUP 3/16ID X5/8 OD

DRILL BITS

* DOUBLE END DRILLS
¢ 135 DEGREE SPLIT POINTS

*1/8" & 3/16"

NUTPLATE
SBF-003

¢ 1/4-20 THREADED ALUMINUM
NUT PLATE

¢ 1.375 HOLE SPACING TO REPLACE
DZUS SPRINGS

e EXCELLENT FOR WHEELS & BODY
MOUNTING



CLECOS, PLIERS, & CLAMPS

AVAILABLE SIZES:
1/16"

3/32"

1/8"

5/32"

3/16"

RIVET REMOVAL TOOL

RRT

¢ EASILY REMOVE RIVETS
WITHOUT DAMAGE

e AVAILABLE COBALT CUTTERS FOR
3/32",1/8",5/32", AND 3/16" RIVETS

ALUMINUM BODY BOLTS

A new entry into the weight savings arena is aluminum body bolts, designed
to replace the steel bolts currently used in dirt late models.

Made from 6061-T6 aluminum,
these bolts are 1/4-20 thread,
3/4" long, with a 3/4" head
flange. A "dog point" end
eases assembly with power
tools. Matching serrated lock
nuts complete the assembly.
These are 1/3 the weight of
steel components. Weight
savings of over 5 pounds

per car has been attained.
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THREADED INSERTS

Threaded Inserts are used primarily to install threads in sheet or plate metal
where a drilled and tapped thread is not an option. We offer open and
closed-end cold-forged zinc plated steel (with yellow dichromate conver-
sion coating), and blind threaded inserts in standard and low-profile head.

YELLOW CHROMATE/ZINC-PLATED STEEL THREADED INSERTS

GRIP RANGE

THREAD

Reduced (Low Profile) Head Threaded Inserts

AKC-832-80 8-32 .020" .80"
AKC-1024-130 10-24 .020" .130"
AKC-1032-130 10-32 .020" 130"
AKC-420-165 1/4-20 .027" 165"
AKC-518-150 5/16-18 .027" .150"

AKC-616-150 3/8-16
Flat Head Threaded Inserts

ALC-832-80 8-32

ALC-1024-130 10-24 .020" 130"
ALC-1032-130 10-32 .020" 130"
ALC-420-165 1/4-20 .027" 165"
ALC-518-150 5/16-18 .027" .150"

ALC-616-150 3/8-16

ZRN1606E

e HIGH SPEED, AUTO
INDEXING INSERT TOOL

¢ SPIN/PULL/SPIN DESIGN

e WILL SET ALL INSERTS UP
TO 1/2" STEEL

e FAST & POWERFUL



PAINTED RIVETS

Speedbear Fasteners is the only rivet Our coatings will match all the colored
supplier to offer custom in-house Urethane aluminum bodies and aluminum sheets
coatings for any rivet we carry. This super presently used in the racing market.

tough coating resists scratching, chipping,
and marring.

ANY RIVET. ANY COLOR.

YELLOW BLACK CAUTION YELLOW PEPSI BLUE PURPLE

L Al

EXXON RED ORANGE BP GREEN CHEVRON BLUE WHITE HERON BLUE

SPEEDBEAR FASTENERS IS A STOCKING DISTRIBUTOR
FOR THE FOLLOWING MANUFACTURERS:

POP Fasteners.........ccocceeveriinieniencneniinncnecnncneennes www.stanleyengineeredfasteners.com
Gesipa Fasteners.........coiiiievicniniiiiiciccce e www.gesipausa.com
Marson Fastening Systems.........coceceuiiiiiienininiinicncninicicicneneeeenns www.afsglobal.net
International Fastening Systems........cccccoevvercrent eencnvenenencncnnenn www.ifsfasteners.com

103 Enlow Road e Imperial, PA 15126
Toll Free: (800) 433-3444 e Phone: (724) 695-3696 ® Fax:(724) 695-3719

www.speedbear.net
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